
AU-DM
Digital Message

Repeater

•  UL Listed
•  CSFM Approved
•  MEA Approved
•  Complies with NFPA 72 & 101
•  Prerecorded digital message ensures
    voice intelligibility
•  Custom recorded messages available
•  4 minute capacity
•  8 prioritized messages
•  17 tone options
•  Fault LED indicator
•  Common Fault contacts

The AU-DM is a state of the art, microprocessor controlled Digital Message
Repeater.  Many of the features of the AU-DM are field programmable and are
easily accomplished through the use of dip switches.  Examples of field
programmable functions include the initial delay, number of message repeats,
pause between message playbacks and the tone to be used in conjunction with
the message.

The voice message is pre-recorded at the factory.  A variety of messages are
available.  Consult the factory for details.  In addition, custom messages may
be recorded based on a user provided script.  The digital message is easily
upgraded in the field by replacing an EPROM on-board the AU-DM.

Operation

Upon initiation of an alarm condition (polarity reversing bell circuit), the
AU-DM enters the message playback cycle. A typical message playback cycle
consists of five (5) seconds of the evacuation tone, the first playback of the mes-
sage, five (5) seconds of the tone, the second playback of the message, five (5)
seconds of the tone and the third and final message playback.  The evacuation
tone will then continue as long as the alarm condition exists.

The playback cycle will be aborted if the alarm condition is cleared before
the cycle is completed.  Live voice paging using the voice evacuation system
master microphone will override the playback cycle. When live voice paging
occurs, the message playback cycle ends, but the tone will continue until the
alarm condition is reset.
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Features

MEA S i g n a l  C o m m u n i c a t i o n s  C o r p o r a t i o n

Description



Specifications
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Operating Voltage: 24 VDC
Operating Current: Battery Saver Alarm

50mA 80mA
Listings: UL Listed 864 & 1711

CSFM Approved: 6913-1083:100
 7300-1083:104 (High Rise)

MEA Approved
Message capacity: 4 minutes (240 seconds)
Message select inputs: 8 prioritized
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S i g n a l  C o m m u n i c a t i o n s  C o r p o r a t i o n
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Digital Message Repeater

AU-DM (Digital Message Repeater)

Message Options

AU-2010A – Standard message

Optional Pre-recorded and custom messages. Consult factory.

Ordering Information

Standard Message (AU-2010A)

“Attention Please! Attention please! The signal you have just heard indicates the report of
an emergency in this building. Walk to the nearest exit and leave the building.
All handicapped occupants shall follow the building evacuation plan.”


